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COST EFFECTIVE, AND SIMPLE TRAFFIC MONITORING TO AID TRAFFIC CALMING, 

ENSURE PUBLIC SAFETY AND AVOID ACCIDENTS.

Messagemaker Displays is the UK’s leading provider of Vehicle Activated Speed Signs, with over 20 years experience 
in the design, supply and manufacture of effective speed calming solutions.

As road usage continues to increase it is acknowledged that speeding motorists are a danger on the roads and to communities. 
Prompting drivers when exceeding the speed limit,or highlighting the legal limit of a given area are both proven methods of speed 
reduction.

In addition, Vehicle Activated Speed Signs are an invaluable tool in monitoring speed and traffic movements in commercial and 
industrial settings. 

The three types of Vehicle Activated Speed Signs from Messagemaker Displays are:

SPEED LIMIT REMINDER (SLR)

Display the road’s current speed limit to any vehicle travelling over the speed limit along with a “SLOW DOWN” message. 

SPEED INDICATOR DEVICE (SID)

Displays the speed of any oncoming vehicle travelling over the speed limit along with a “SLOW DOWN” message.

SMILEY ACTIVATED MESSAGE (SAM)

Displays the speed of any oncoming vehicle along with a red ‘sad face’ for speeding vehicles, and a green ‘smiley face’ for vehicles 
travelling within the speed limit.



TECHNICAL 

SPECIFICATIONS
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Technical Information SID SLR SAM

Digit/ Roundel Size 300mm Digit Height 300mm Roundel Size 300mm Digit Height

Enclosure Dimensions (h x w x d)
660mm x 430mm x 

150mm

660mm x 430mm x 

150mm

660mm x 430mm x 

150mm

Trigger Speeds 5 - 65MPH 5 - 65MPH 5 - 65MPH

Display On Time 0.5 - 7.5 seconds 0.5 - 7.5 seconds 0.5 - 7.5 seconds

Weight Without Batteries 8Kg 8Kg 8Kg

Rechargeable Batteries 12V - 22Ahr (Max 2) 12V - 22Ahr (Max 2) 12V - 22Ahr (Max 2)

Typical Operating Duration

(battery powered models)

1 Battery 45,000 triggers 45,000 triggers 45,000 triggers

2 Batteries 90,000 triggers 90,000 triggers 90,000 triggers

Please Note: Messagemaker Displays and Stocksigns Ltd recommend that the SAM sign is not used on the public highway. The SAM is designed for use on private roads. 

SID
Speed Indicator Device

SLR
Speed Limit Reminder

SAM
Smiley Activated Message

Why not come and Visit our Demo room?

In 2021 our brilliant team transformed some empty space at our 
Surrey headquarters into a stunning Demo Room, displaying our most 
popular LED traffic signs and displays along with 2 meetings areas.

VISIT OUR 
DEMO ROOM


